


Sr. No. Item No. Description Unit Rate

Add 5% in rate 

For Corporation 

Areas

Quantity Amount

1

Rate 

Analysis of 

PWD, 

Mumbai 

Circle 2017-

18

Providing waterproofing treatment to existing terrace with brick bat 

coba by removing existing old damaged top layer of IPS/Mortar above 

brick bat coba with light hammer or electric chipper without vibrations 

and without damaging bricks removing loose mortar between 

bricks,lowering down the debris,cleaning the surface , removing dust by 

brushing , brooming and compressed air, if the existing brickbat coba 

damaged during the process . redoing the brick bat coba in C.M. 1:5 

prop. grouting sealing the joints with polymer putty and allowing it to 

dry for 4 to 6 hours after wetting the surface lay top layer of IPS with 6 

to 10mm size aggregate with average thickness of 40mm with slopes of 

1:70 by adding Super screed P of M/s Krishna Conchem (3.3 kg pouch 

per bag of cement) to give ringing sound to fininshed surface and making 

haunch at column/parapet wall junction. Preparing bell mouth shape at 

rain water pipe. After ponding for 7-8 days. Apply three coats of EI-

Monobonds and cement slurry (El-Monobond pat A-1000ml + part B-

1000ml. cement 3000 gms and water 2000ml.) in a gap of 6-8 hours 

between coats when first coat is tacky lay glass fiber mesh 10x10 

specification cover the mesh with subsequent coats cure this coating by 

sprinkling water for 2-3 days. The coating should be 100 mm above 

hauler portion. After this carry out China mosaic of approved colors and 

pattern including neat cement float over a bed of cement mortar 1:3 

with water proofing compund testing the entire terrace surface for a 

period of 72 hours with pond test method and covering the whole 

treatment with ten years guarantee on stamp paper of Rs.500/- 

(Grouting, if required will be paid separately) (Excluding all taxes)

Square 

Metre
1014 1064.7 75.64 80,533.91        

2 32.33

Removing the existing cement plaster of any thickness without causing 

dust nuisance and stacking the debris upto a distance of 50 metres or 

spreading in the compound and cleaning the site etc. complete.

Square 

Metre
47 49.35 89.52 4,417.81          

3 32.11

Providing sand faced plaster externally in cement mortar using approved 

screened sand, in all positions including base coat of 15 mm thick in 

cement mortar 1:4 using waterproofing compound at 1Kilogramper 

cement bag curing the same for not less than 2 days and keeping the 

surface of the base coat rough to receive the sand faced treatment 6 to 

8 mm thick in cement mortar 1:4 finishing the surface by taking out 

grains and curing for fourteen days scaffolding etc.complete.

Square 

Metre
599 628.95 79.52 50,014.10        

4 32.34

Providing and applying Two coats of wall care Putty on plastered surface 

and Ceiling and Walls to prepare surface even and smooth of approved 

make, etc complete.

Square 

Metre
87 91.35 79.52 7,264.15          

5 35.26

Providing and applying two coats of exterior weather shield paint of 

approved manufacture and of approved colour to the plastered surfaces 

including cleaning ,preparing the plaster surface  ,applying primer coat 

,scaffolding if necessary, and watering the surface for two days etc 

complete.

Square 

Metre
216 226.8 79.52 18,035.14        

6 33.48

Providing and fixing green marble of 18 to 20 mm thick for door frame/ 

dado/ window boxing etc. On C.M. 1:6 including filling joints with 

polymer base filler nosing / moulding the sharp edges wherever 

necessary, curing, etc. complete.

Square 

Metre
2242 2354.1 10 23,541.00          

1,83,806.11     

Say Rs. 1,83,806.00    

22,056.72        

Add 1% labour insurance 1,838.06          

2,07,700.78     

Estimate Prepared & Checked by:

(University of Mumbai)

Estimate

Name of work : Renewing terrace waterproofing of 12A-4 reader's quarter at Vidyanagari Campus, University of Mumbai, Mumbai-98

Total Rs

Add 12% GST Rs

Total Rs

University Engineer
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